
 

Model 260-11 
1/2” Standard Pipe Thread    

  

 

                                                                                  

 Shaded area represents gallons per acre.  

 

 

     Other Models Available for Agricultural and Roadside/Right-of-Way Applications: 

 

     Standard Band 
 

 

 

     Narrow Band 

Spray 
Distance 

Effective 
Distance 

Mounting 
Angle 

PSI GPM Speed (Miles Per Hour) 

     2 4 5 6 8 10 12 14 15 

11 ft 11 ft DOWN 30 6.8 153 77 61 51 38 31 26 22 20 

11 ft 11 ft DOWN 40 8 180 90 72 60 45 36 30 26 24 

11 ft 11 ft DOWN 50 8.8 198 99 79 66 50 40 33 28 26 

Model NPT PSI Range Distance (feet) Speed Range (MPH) Output (GPM) Gallons/Acre 

125/125R 1/4” 30 - 40 17 1 - 7 1.7 - 2.0 7.8 - 64 

140/140R 1/4” 30 - 50 18 2 - 15 2.0 - 2.7 4.0 - 41 

187/187R 3/8” 30 - 50 20 2 - 15 3.6 - 4.8 6.4 - 64 

265/265R 1/2” 30 - 50 21 2 – 15 6.8 – 8.8 11 - 112 

375/375R 3/4” 30 - 50 23 2 – 15 14.4 – 18.8 22 - 216 

437/437R 3/4’ 30 - 50 31 2 – 15 18.5 – 24.2 21 - 203 

500/500R 1” 30 - 50 21.5 4 – 30 29 – 37 24 - 229 

504/504R 1” 30 - 50 41 2 – 15 29 – 37 24 - 229 

Model NPT PSI Range Distance (feet) Speed Range (MPH) Output (GPM) Gallons/Acre 

120-3/120-3R 1/4” 30 - 50 3 2 - 15 1.7 - 2.2 19 - 181 

120-5/120-5R 1/4” 30 - 50 5 2 - 15 1.7 - 2.2 11 - 109 

180-6/180-6R 3/8” 30 - 50 6 2 - 15 3.6 - 4.8 20 - 198 

180-10/180-10R 3/8” 30 - 50 10 2 – 15 3.6 – 4.8 12 - 109 

260-5/260-5R 1/2” 30 - 50 5 2 – 15 6.8 – 8.8 45 - 435 

260-11-260-11R 1/2’ 30 - 50 11 2 – 15 6.8 – 8.8 20 - 198 

370/370R 3/4” 30 - 50 10 2 – 15 6.8 – 8.8 24 - 233 

17 feet 



 

Boom Buster nozzles have been tested and classified in accordance with ASABE S-5721.  Certification for all nozzles is available upon request. 


